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2D LIDAR SENSORS

LMS200-30106

ORDERING INFORMATION

Type part no.

LMS200-30106 1015850

Further device versions and accessories at www.sick.com/LMS2xx

DETAILED TECHNICAL DATA

FEATURES

Application Indoor

Light source Infrared (905 nm)

Laser class 1, eye-safe (EN/IEC 60825-1, 21CFR 1040.10)

Scanning frequency 75 Hz

Angular resolution
Horizontal 0.25°

0.5°
1°

Heating Optional via external heating plate

Working range 0 m ... 80 m

Scanning range
At 10% remission factor 10 m

Fog correction No

MECHANICS/ELECTRONICS

Connection type 2 x System plug with 9-pin D-SUB female connector (solder connection)

Supply voltage ≤ 24 V DC, ± 15 %

Power consumption 30 W

Housing material Aluminum die cast

Housing color Light blue (RAL 5012)

Enclosure rating IP65

Protection class II (VDE 0106/IEC 1010-1) 
1)

Weight 4.5 kg

Dimensions (L x W x H) 156 mm x 155 mm x 210 mm

MTBF 80,000 h
1)

 Insulated.
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PERFORMANCE

Response time ≥ 13 ms

Detectable object shape Almost any

Systematic error ± 15 mm 
1)

Statistical error ± 5 mm 
1)

Integrated application Field evaluation

Number of field sets 2 field triples (6 fields)

Simultaneous evaluation cases 1   (3 fields)
1)

 Typical value; actual value depends on environmental conditions.

INTERFACES

Digital inputs 1

Digital outputs 3

Optical indicators 3 LEDs

AMBIENT DATA

Object remission 1.8 % ... 10,000 %

Electromagnetic compatibility (EMC) EN 61000-6-2 / EN 61000-6-3 / A11 (2004-07)

Vibration resistance IEC 68

Shock resistance IEC 68

Ambient operating temperature 0 °C ... +50 °C

Storage temperature –30 °C ... +70 °C, with heating plate –12 ... +50 °C

Permissible relative humidity 90 %, Non-condensing

GENERAL NOTES

Life cycle phase Discontinued

Note on use The sensor does not constitute a safety component as defined by relevant legislation on machine safe-
ty.
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DIMENSIONAL DRAWING

Dimensions in mm (inch)
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WORKING RANGE DIAGRAM
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Scanning range max. 80 m (262.47 ft)

Scanning range for objects up to 
10 % remission 10 m (32.81 ft)

Further information as well as suitable accessories, example applications and downloads such as CAD di-
mensional models, operating instructions and software can be found at www.sick.com/1015850
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SICK AT  
A GLANCE

SICK AG 
WALDKIRCH 
GERMANY 
SICK.COM

SICK is a leading global technology company for intelligent sensors 
and integrated solutions in industrial automation. Our technologies set 
benchmarks, making your industrial processes more efficient, safer  
and more sustainable – both in logistics and manufacturing operations. 

SICK combines sensor intelligence with industry expertise and certi-
fied consulting services. We provide the ideal foundation for scalable 
as well as tailor-made automation solutions and create added value 
along the entire value chain. Our close partnerships with our customers  
are more than just a promise: Together, we optimize productivity, 
improve quality, protect health and safety, and help build a sustainable 
future. All with empathy and trust.

Since 1946, we have been developing innovative technologies with 
passion and a pioneering spirit. With a global network in around 
40 countries, SICK has a global presence and is always close by. 
The company’s headquarters are located in Waldkirch near Freiburg, 
Germany. Our customers benefit from our understanding of both 
local and global requirements, which enables us to deliver tailor-made 
solutions




