
Conversielijst SICK M2000 Standard of RES/EDM

Laatste orderdatum M2000: 31-08-2024
Laatste leverdatum M2000: 20-12-2024
Let op: Controleer zelf nogmaals aan de hand van de datasheet op onze website of het voorgestelde
product daadwerkelijk geschikt is voor uw toepassing. 

Scanning range [m]: 0…25 m (configurable)
System connection M12, 8 pin

Beam coding YES
EDM:             
YES

RES:              
NO

Number of beams Beam separation
[mm] Type Part number Type Part number 

2 500 M20S-02150A122 1018186 M20E-02150A122 1018187
3 400 M20S-03140A122 1018188 M20E-03140A122 1018189
4 300 M20S-04130A122 1018190 M20E-04130A122 1018191
6 170 M20S-061A3A122 1018192 M20E-061A3A122 1018193

7 170 M20S-071A3A122 1018194 M20E-071A3A122 1018195

Scanning range [m]:

0…17 m (short 
range)

10…90 m (long 
range)

8 170 M20S-081A3A122 1018198 M20E-081A3A122 1018199 System connection M12, 5 pin

9 170 M20S-091A3A122 1018200 M20E-091A3A122 1018201 Beam coding NO
EDM:                 
NO

RES:        
NO

8 116 M20S-081A2A122 1018196 M20E-081A2A122 1018197
Number of beams Beam separation Receiver

Scanning range [m]: 0…70 m (configurable) [mm] Type Part number Type Part number Type Part number 
2 500 M2C-SA0250LA10 1085562 M2C-SA0250HA10 1085563 M2C-EA02500A10 1085564

Number of beams Beam separation Transmitter Receiver 3 400 M2C-SA0340LA10 1085565 M2C-SA0340HA10 1085566 M2C-EA03400A10 1085567
[mm] Type Part number Type Part number 4 300 M2C-SA0430LA10 1085568 M2C-SA0430HA10 1085569 M2C-EA04300A10 1085570

2 500 M20S-02250A122 1018174 M20E-02250A122 1018175
3 400 M20S-03240A122 1018178 M20E-03240A122 1018179
4 300 M20S-04230A122 1018182 M20E-04230A122 1018183

Scanning range [m]: 0…25 m (configurable)

System connection
M26, 7-pin (Hirschmann 

plug)
Beam coding YES EDM:                    RES:              

Number of beams Beam separation Transmitter Receiver Receiver
[mm] Type Part number Type Part number 

2 500 M20S-02150A120 1016405 M20E-02150A120 1016421
3 400 M20S-03140A120 1016428 M20E-03140A120 1016429
4 300 M20S-04130A120 1016509 M20E-04130A120 1016510
6 170 M20S-061A3A120 1016446 M20E-061A3A120 1016447
7 170 M20S-071A3A120 1016434 M20E-071A3A120 1016435
8 170 M20S-081A3A120 1016440 M20E-081A3A120 1016441
9 170 M20S-091A3A120 1016442 M20E-091A3A120 1016443
8 116 M20S-081A2A120 1016438 M20E-081A2A120 1016439

Scanning range [m]: 0…70 m (configurable)

Number of beams Beam separation Transmitter Receiver
[mm] Type Part number Type Part number 

2 500 M20S-02250A120 1018172 M20E-02250A120 1018173
3 400 M20S-03240A120 1018176 M20E-03240A120 1018177
4 300 M20S-04230A120 1018180 M20E-04230A120 1018181

Scanning range [m]: 0…25 m (configurable)
System connection M12, 8 pin

Beam coding YES
EDM:             
YES

RES:          
YES

Number of beams Beam separation
[mm] Type Part number Type Part number 

2 500 M20S-02150A122 1018186 M20E-02150A222 1018213
3 400 M20S-03140A122 1018188 M20E-03140A222 1018215
4 300 M20S-04130A122 1018190 M20E-04130A222 1018219
6 170 M20S-061A3A122 1018192 M20E-061A3A222 1018223
7 170 M20S-071A3A122 1018194 M20E-071A3A222 1018227
8 170 M20S-081A3A122 1018198 M20E-081A3A222 1018235
9 170 M20S-091A3A122 1018200 M20E-091A3A222 1018237

8 116 M20S-081A2A122 1018196 M20E-081A2A222 1018231

Scanning range [m]:

0…17 m (short 
range)

10…90 m (long 
range)

System connection M12, 5 pin

Beam coding NO
EDM:                 
NO

RES:        
NO

Scanning range [m]: 0…70 m (configurable)
System connection M12, 8 pin Number of beams Beam separation

Beam coding YES
EDM:             
YES

RES:          
YES [mm] Type Part number Type Part number Type Part number 

2 500 M2C-SA0250LA10 1085562 M2C-SA0250HA10 1085563 M2C-EA02500A10 1085564
Number of beams Beam separation 3 400 M2C-SA0340LA10 1085565 M2C-SA0340HA10 1085566 M2C-EA03400A10 1085567

[mm] Type Part number Type Part number 4 300 M2C-SA0430LA10 1085568 M2C-SA0430HA10 1085569 M2C-EA04300A10 1085570
2 500 M20S-02250A122 1018174 M20E-02250A222 1018207
3 400 M20S-03240A122 1018178 M20E-03240A222 1018209
4 300 M20S-04230A122 1018182 M20E-04230A222 1018211

Scanning range [m]: 0…25 m (configurable)

System connection

Transmitter: M26, 7-pin
(Hirschmann plug) 

Receiver:M26, 12-pin
(Hirschmann male 

connector) 

Beam coding YES
EDM:             
YES

RES:            
YES

Number of beams Beam separation
[mm] Type Part number Type Part number 

2 500 M20S-02150A120 1016405 M20E-02150A221 1018032
3 400 M20S-03140A120 1016428 M20E-03140A221 1018034
4 300 M20S-04130A120 1016509 M20E-04130A221 1018217
6 170 M20S-061A3A120 1016446 M20E-061A3A221 1018221
7 170 M20S-071A3A120 1016434 M20E-071A3A221 1018225
8 170 M20S-081A3A120 1016440 M20E-081A3A221 1018233
9 170 M20S-091A3A120 1016442 M20E-091A3A221 1018036
8 116 M20S-081A2A120 1016438 M20E-081A2A221 1018229

Scanning range [m]: 0…70 m (configurable)

System connection

Transmitter: M26, 7-pin
(Hirschmann plug) 

Receiver:M26, 12-pin
(Hirschmann male 

connector) 

Beam coding YES
EDM:             
YES

RES:            
YES

Number of beams Beam separation
[mm] Type Part number Type Part number 

2 500 M20S-02250A120 1018172 M20E-02250A221 1018206
3 400 M20S-03240A120 1018176 M20E-03240A221 1018208
4 300 M20S-04230A120 1018180 M20E-04230A221 1018210

Transmitter (long range) Receiver

Transmitter Receiver

Transmitter Receiver

Transmitter Receiver

Transmitter Receiver

M2000 Standard

ReceiverTransmitter

M2000 RES/EDM

deTem2 Core + ReLy System plug Replacement 

Transmitter (short range) Transmitter (long range)
Mechanical Replacement

2100345

Not required with the successor variant deTem2 Core.

Info: 
In case, the deTem4 A/P or deTec4 is right successor solution (e.g. because of 
required functions like beam coding or EDM or number of beams >4), than the 
corresponding system plugs need to be selected.  
In future, this counts also for the upcoming deTem4 product family.

Info: 
In case, the deTem4 A/P or deTec4 is right successor solution (e.g. because of 
required functions like beam coding or EDM or number of beams >4), than the 
corresponding system plugs need to be selected.  
In future, this counts also for the upcoming deTem4 product family.

If RES &/or EDM is required, a safety controller is additionally needed. 
Recommendation: ReLy RLY3-OSSD200, 1085344

Mechanical Replacement
2100345

Replacement cable
TBD.

Info: 
Depending on the required scanning range in the application, the right deTem2 Core successor variant & transmitter version needs to be selected.
If coding is need, than deTec4 or deTem4 A/P are suitable alternatives. In future, the upcoming deTem4 as well.
If an M2000 variant with more than 4 beams is in use, a deTec safety light curtain could be a suitable alternative (deTec4 or deTec2/4 Core, depending on the 

If RES &/or EDM is required, a safety controller is additionally needed. 
Recommendation: ReLy RLY3-OSSD200, 1085344
Info: 
Depending on the required scanning range in the application, the right deTem2 Core successor variant & transmitter version needs to be selected.
If coding is need, than deTec4 or deTem4 A/P are suitable alternatives. In future, the upcoming deTem4 as well.
If an M2000 variant with more than 4 beams is in use, a deTec safety light curtain could be a suitable alternative (deTec4 or deTec2/4 Core, depending on the 

Replacement cable
TBD.

deTem2 Core + ReLy System plug

Not required with the successor variant deTem2 Core.
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